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TCA

TCA
TCA

SCM #2
SCM #1

OFFICE/
PARTS DISTRIBUTION

(19,976 SF)

SERVICE BAY
(32,360 SF)

COVERED
CONCRETE

PAD

EQUIPMENT TRUCK
TURNAROUND AND

STORAGE

EQUIPMENT TRUCK
TURNAROUND AND

STORAGE

PARTS STORAGE
(7,800 SF)

30.0'

20.0'

SEE SHEET C2.1 FOR
SITE ENLARGEMENT

30' PROGRESS ENERGY
CAROLINAS EASEMENT
D.B. 13089, PG. 2021

30' PROGRESS ENERGY
CAROLINAS EASEMENT
D.B. 13089, PG. 2021

40' CITY OF RALEIGH
SANITARY SEWER EASEMENT

B.M. 2011, PG. 1253

20' NEUSE RIVER
BUFFER II (TYP.)

 30' GRAVEL DRIVE

30' NEUSE RIVER
BUFFER I (TYP.)

ALLUVIAL SOIL (Me)

ALLUVIAL SOIL (AfA)

ALLUVIAL SOIL (Wo)

LIMITS OF GRAVEL

PROPOSED ROW
DEDICATION

120.0'

200.0'

120.0'

200
.0'

ASPHALT

ASPHALT

GRAVEL

15'X530' SDT

15
'X

43
0' 

SD
T

15'X530' SDT

CONCCRETE

ASPHALT

30'
38'

19.2'

℄

℄

60' EXISTING ROW

76' PROPOSED ROW

VARIABLE WIDTH
STORMWATER
EASEMENT

VARIABLE WIDTH
STORMWATER

EASEMENT

R30'

R3
0'

R30'

R30'

6' BLACK VINYL
COATED CHAINLINK
FENCE (TYP.)

30
.0'

35.0'

15
'X

43
0' 

SD
T

15'X530' SDT
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NCDOT NOTES:
1. AT TIME OF CONSTRUCTION FOR PUBLIC ROW IMPROVEMENTS ASSOCIATED WITH THIS

DEVELOPMENT, THE CONTRACTOR FOR THE OWNER SHALL COORDINATE WORK WITH CITY OF
RALEIGH AND NCDOT.

2. ALL WORK WITHIN PUBLIC RIGHT-OF-WAY SHALL CONFORM WITH NCDOT STANDARD SPECIFICATIONS
AND DETAILS.

GENERAL NOTES:
1. ALL CONSTRUCTION AND MATERIALS SHALL BE IN ACCORDANCE WITH CITY OF RALEIGH AND NCDOT

STANDARDS AND SPECIFICATIONS IF APPLICABLE.

2. THE CONTRACTOR SHALL OBTAIN A RIGHT-OF-WAY PERMIT FOR ANY WORK WHICH REQUIRES THE
CLOSURE OF A TRAVEL LANE(S), PARKING SPACE, OR SIDEWALK FROM RIGHT-OF-WAY SERVICES AT
LEAST 48 HOURS IN ADVANCE.

3. IF CONSTRUCTION PLANS FOR PUBLIC AND PRIVATE STREETS OR UTILITIES SHOWN ON THIS PLAN
ARE REQUIRED, THEY MUST BE APPROVED BY THE PUBLIC WORKS DEPARTMENT AND PUBLIC
UTILITIES DEPARTMENT PRIOR TO ISSUANCE OF PERMITS OR RECORDING OF ANY PLAT FOR THIS
DEVELOPMENT.

4. FIELD ADJUSTMENTS TO THIS PLAN MAY BE REQUIRED BY CITY OF RALEIGH INSPECTOR AS NEEDED
DURING CONSTRUCTION.

5. ALL SURVEY INFORMATION PROVIDED TO WITHERSRAVENEL, RALEIGH, NORTH CAROLINA  OFFICE BY
WITHERSRAVENEL IN CARY, NORTH CAROLINA IN DIGITAL FORMAT IN JUNE, 2016, AND
SUPPLEMENTAL INFORMATION WAS OBTAINED FROM WAKE COUNTY GIS IN JUNE, 2016.

6. ALL PROPOSED CURB AND GUTTER WITHIN PUBLIC RIGHT OF WAY SHOWN ON PLANS TO BE 30" CITY
OF RALEIGH STANDARD CONCRETE CURB AND GUTTER, AND ALL OTHER PROPOSED CURB AND
GUTTER TO BE 24" CONCRETE CURB AND GUTTER UNLESS OTHERWISE STATED ON PLANS.

7. ALL DIMENSIONS SHOWN ARE TO BACK OF CURB, UNLESS OTHERWISE STATED ON PLANS.

8. WITHIN THE SIGHT TRIANGLES SHOWN ON THIS PLAN, NO OBSTRUCTION BETWEEN 2 FEET AND 8
FEET IN HEIGHT ABOVE THE CURB LINE ELEVATION SHALL BE LOCATED IN WHOLE OR PART.
OBSTRUCTIONS INCLUDE BUT ARE NOT LIMITED TO ANY BERM, FOLIAGE, FENCE, WALL, SIGN, OR
PARKED VEHICLE.

9. UNLESS NOTED, ACCESS ROUTE FOR EMERGENCY VEHICLES SHALL PROVIDE AN INSIDE TURNING
RADIUS OF 28' MINIMUM.

10. TRASH AND CARDBOARD DUMPSTER(S) ENCLOSURE SHALL COMPATIBLE WITH MATERIAL AND/OR
COLOR OF THE PRINCIPAL BUILDING.

11. ALL HVAC UNITS SHALL BE SCREENED FROM VIEW OF THE PUBLIC RIGHT OF WAY.

12. CONTRACTOR TO FIELD LOCATE AND VERIFY ALL EXISTING UTILITIES PRIOR TO CONSTRUCTION AND
REPORT ANY DISCREPANCIES TO LANDSCAPE ARCHITECT PRIOR TO ANY CONSTRUCTION
ACTIVITIES.  CONTACT NC ONE AT 811 FOR FIELD LOCATION OF UNDERGROUND UTILITIES.

13. HANDICAP PARKING SPACE(S) AND HC ACCESS AISLE(S) SHALL BE NO GREATER THAN TWO PERCENT
(2%) PITCH IN ANY DIRECTION(S) AS PER ADA STANDARDS.

14. PROVIDE SIGNAGE AND STRIPING OF HANDICAP SPACES AS PER ADA STANDARDS.

15. ALL RETAINING WALLS GREATER THAN 30" IN HEIGHT TO INCLUDE SAFETY RAIL OR  FENCE.  NO
RETAINING WALLS ARE PERMITTED IN THE RIGHT-OF-WAY UNLESS APPROVED BY ENCROACHMENT.

16. THE MINIMUM CORNER CLEARANCE FROM THE CURB LINE OF INTERSECTING STREETS SHALL BE AT
LEAST 50 FEET FROM THE POINT OF TANGENCY OF THE CURB FOR MIXED-USE/COMMERCIAL
DRIVEWAY.  NO DRIVEWAYS SHALL ENCROACH ON THIS MINIMUM CORNER CLEARANCE.

17. WC ACCESS RAMPS WILL BE PROVIDED IN ACCORDANCE WITH CITY OF RALEIGH PUBLIC WORKS
DEPARTMENT STANDARDS, PROWAG STANDARDS AND ADAAG SPECIFICATIONS

18. ALL RAMPS AND HANDRAILS SHALL BE CONFORM TO ANSI STANDARDS.

19. ALL ABOVE GROUND UTILITY DEVICES (TO INCLUDE BUT NOT LIMITED TO TELEPHONE AND CABLE
PEDESTALS, ELECTRICAL TRANSFORMERS, BACKFLOW DEVICE HOTBOX, ETC) SHALL BE SCREENED
FROM OFF-SITE VIEW BY EVERGREEN SHRUBS, FENCE, OR WALL.

20. ALL SIDEWALKS MUST BE ACCESSIBLE TO PERSONS WHO ARE BLIND, HAVE LOW VISION AND PEOPLE
WITH MOBILITY DISABILITIES.  PEDESTRIAN EXISTING ROUTES AND ALTERNATE PEDESTRIAN ROUTES
DURING CONSTRUCTION WILL BE REQUIRED TO BE COMPLIANT WITH THE PUBLIC RIGHTS OF WAY
ACCESSIBILITY GUIDELINES (PPOWAG), 2010 ADA STANDARDS FOR ACCESSIBLE DESIGN AND THE
MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (MUTCD).

21. IF UNFORESEEN CONDITIONS DEVELOP DURING CONSTRUCTION, REFER TO "CITY OF RALEIGH
STREET DESIGN MANUAL" AND CONTACT PUBLIC WORKS DEPARTMENT FOR FURTHER GUIDANCE.

22. PRIOR TO START OF CONSTRUCTION, THE CONTRACTOR SHALL SCHEDULE A PRE-CONSTRUCTION
MEETING WITH THE CITY OF RALEIGH PUBLIC WORKS DEPARTMENT / TRANSPORTATION FIELD
SERVICES STAFF TO REVIEW THE SPECIFIC COMPONENTS OF THE PLAN AND OPERATION OF THESE
FACILITIES DURING CONSTRUCTION.  CONTACT ENGINEERING INSPECTIONS AT 919.996.2409 TO SET
UP THE MEETING.

23. THE CONTRACTOR SHALL CONDUCT THE WORK IN A SAFE MANNER AND WITH MINIMAL IMPACT TO
TRAFFIC.

24. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL TRAFFIC CONTROL AND SHALL ADHERE TO THE
PROVISIONS OF THE MUTCD (MOST CURRENT EDITION).

25. ANY TEMPORARY STREET CLOSURE MUST BE SUBMITTED A MINIMUM OF 2 WEEKS PRIOR TO THE
START OF WORK.  SEE " RIGHT-OF-WAY CLOSURES" ON WWW.RALEIGHNC.GOV.  COMPLETE AND
SEND THE RIGHT-OF-WAY OBSTRUCTION PERMIT TO RIGHTOFWAYSERVICES@RALEIGHNC.GOV.

26. PRIOR TO CONSTRUCTION BEGINNING, ALL SIGNAGE AND TRAFFIC CONTROL SHALL BE IN PLACE.

R
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ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH
CURRENT CITY OF RALEIGH STANDARDS AND
SPECIFICATIONS AND NCDOT, IF APPLICABLE
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KNOW WHAT'S BELOW.

CALL BEFORE YOU DIG.

TCA

NEUSE RIVER BUFFER TYPE II

ASPHALT

CONCRETE

GRAVEL

HATCH LEGEND

SDT AUBURN CHURCH RD. NORTHSDT AUBURN CHURCH RD. SOUTH

NOTE: BICYCLE PARKING WILL BE PROVIDING INSIDE THE BUILDING
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